E METER BOX 66TFR & CI TRAFFIC LID
TOP SECTION & 12" BOX EXTENSION

DO NOT GROUT BOXES TOGETHER

ALL SERVICES REQUIRE AN APPROVED
BACKFLOW PREVENTION DEVICE

STAMP FACE OF CURB
WITH "W"

|7FINISHED STREET GRADE

L :

%" CSTC_I "
")

8" MIN /

14" MAX

e —

STANDARD
VALVE BOX
(SEE W-250)

-

12" OF %" CSTC

|——36" COVER ——

90° ELBOW % TYPE "K" COPPER r o

HT-20 TEST TEE

2" ANGLE BALL VALVE 2" MIP x COMP
CURB STOP x C.T.S.

2" GATE VALVE, IP x IP
W/ 2" OPERATING NUT WATER MAIN
SERVICE SADDLE
3" NIPPLE, DOUBLE STRAP

MIP x MIP ROMAC TYPE 202S

NOTES:

9.

. ALL FITTINGS SHALL BE BRASS.
. NO FITTING ALLOWED FROM MAIN TO SETTER.

. METER LAYING LENGTH: 14" =13"

o = q7n
PLUS 5" FOR GASKETS

. ALL METERS SHALL READ IN CUBIC FEET.

. CONTRACTOR OR DEVELOPER WILL SUPPLY WATER METER TO CITY FOR TESTING PRIOR TO INSTALLATION.
. METER SIZE TO BE APPROVED BY THE CITY.

. METER TO BE REMOTE READ TYPE.

. 1)5" METERS WILL REQUIRE 2" x 1 }," METER FLANGE REDUCERS.

METER BOX LIDS SHALL BE TOUCH READ APPLICATION WITH PLUG IN KNOCK-OUT.

10. FINAL GRADE ADJUSTMENT SHALL BE PERFORMED BY MODIFYING & STACKING BOXES.

2" IRRIGATION WATER SERVICE

STANDARD PLAN: CITY ENGINEER APPROVAL:

0
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